
Button  interface  definition.

SC02  Smoke  Detector  Camera  Operation  Guide

Button  function  introduction:

2.  Memory  card  slot:  Insert  SD  card  (C10  or  higher  high-speed  card),  supports  up  to  128G  card.

1.  WiFi  connection,  receiving  WiFi  signals

The  device  can  store  videos  and  pictures.

RESET  

4.  Power  On/Off  5.  Reset

3.  USB  power  interface,  connect  the  power  adapter  (this  product  uses  DC5V,  1.5A  to  2A  input)
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Installation  diagram:
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Software  Download:

Note:  For  first-time  downloads  and  installations  of  HDlivecam,  users  need  to  register  an  account.  Registration  can  be  done  via  email.  Registration  method:

1.  iOS  users  can  search  for  and  download  HDlivecam  from  the  Apple  App  Store.  2.  Android  users  can  search  for  and  download  HDlivecam  from  the  

Google  Play  Store.  3.  Scan  the  QR  code  below  with  your  browser  to  download  and  install  HDlivecam  (scan  the  QR  code  in  the  

instruction  manual).

as  follows:

No  verification  code  is  required  for  email  registration.
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Adding  devices:

The  third  step  

is  to  click  "Go  to  WiFi  Settings".

1.  The  device  powers  on  normally,  the  blue  and  green  lights  on  the  main  unit  are  constantly  on,  and  the  digital  display  is  lit,  indicating  normal  device  

operation.  Connection  method:  Direct  

AP  connection.  

First,  in  the  "Camera"  interface,  click  the  "+"  in  the  upper  right  corner  to  add  a  device.

The  second  step  

is  to  ensure  normal  power-on,  with  the  main  unit's  blue  and  green  lights  constantly  on  and  the  digital  display  lit  up,  indicating  that  the  device  is  working  properly.
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Step  6

The  fourth  

step  is  to  enter  the  phone's  system  settings  page  and  click  "WIFI".  Note:  Android  phones  can  skip  this  page  and  directly  enter  the  Wi-Fi  selection  page.

Step  5:  

Enter  the  WIFI  selection  page,  select  the  device  hotspot,  Care-AP-××××  (Android  systems  will  directly  enter  this  page).
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Step  9:  Open  

the  "WIFI"  option  and  select  the  WIFI  network  you  want  to  connect  to.

HDlivecam  APP  

A  successful  connection  will  trigger  an  HDlivecam  notification  that  says  "Successfully  connected  to  camera  Wi-Fi,  please  return  to  the  application."  You  can  click  to  enter.

Step  7:  Hotspot  

connection  complete.  You  can  now  view  and  operate  this  camera.  However,  other  previously  added  cameras  will  be  automatically  hidden.  To  return  to  normal  mode,  

please  disconnect  from  the  current  hotspot.

In  step  eight,  

you  can  click  "Configure  camera  Wi-Fi"  to  connect  the  camera  to  the  internet  for  viewing.
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Step  10:  

Enter  the  Wi-Fi  password  and  click  Connect.

Step  11  is  

waiting  for  configuration  to  succeed.
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Alarm  recording  settings

Step  12:  Enter  

the  name  of  the  device  you  want  to  configure  and  click  "Next"  to  complete  the  configuration.

For  more  usage  tips,  please  check  "Me"  ÿ  "Help"  ÿ  "FAQ"  in  the  APP  interface.
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Step  4

The  third  

step  is  to  open  "Motion  Detection"  and  save.

The  first  step  

is  to  click  "Settings".

The  second  

step  is  to  click  "Alarm  Settings".
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Click  "Alarm  Notification",  then  open  "Push  Notification",  and  then  click  "Save".
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