Z10 Clock Camera Operation Guide
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Button interface definition.

1. WIFI connection, receiving WiFi signal

2. Memory card slot: insert SD card (high-speed card above C10), maximum support 128G
card.

The device can store videos and pictures

3. USB power interface, connect the power adapter (this product uses DC5V, 1.5A to 2A
input)

Key function introduction:

4. Switch OFF/ON

5. Reset RESET



Connection diagram:
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Boot function introduction:

1. Use the small blue pick to insert the back cover to open the back cover of the
device.




2. Remove the battery insulation film, as shown below:

. . : After removing the insulating film
Remove the battery insulation film the following figure is shown

Turn the power button to the ON position, the blue and green indicator lights will
light up, and the power-on operation is normal as shown in the following figure:

Turn the power button to the ON position The green and blue indicator lights are on

ormally




3. The blue digital tube lights up and the startup is complete. As shown in the
following figure:

Software Download:

1. 10S users can search and download HDlivecam in Apple's official App Store

2. Android users can search and download HDlivecam in the Google Play Store.

3. Scan the QR code below to download and install HDlivecam (scan the QR code on
the instruction manual)

Note: When downloading and installing HDlivecam for the first time, users need to
register an account with an email address. The registration method is as follows:

Click to register
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Email Registration

& Sign in with Apple



No verification code is required for email registration.

Add a device:

1. The device starts up normally, the blue and green lights on the host are always on,
and the digital tube lights up, indicating that the device is working normally.
Connection method: AP direct connection

first step

In the "Camera" interface, click "+" in the upper right corner to add a device.

How to use CARE Smart Camera?

Pairing tutorial

Step 2
Make sure the device is turned on normally, the blue and green lights on the host are always on, and

the digital tube is on, indicating that the device is working properly.

RESET ‘\\y’ POWER

* Please reset the camera before pairing.
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Step 3
Click "Go to WIFI Settings"
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Step 4
Enter the phone system settings page and click "WIFI"
Note: Android phones skip this page and go directly to the wifi selection page
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Step 5

Enter the WIFI selection page, select the device hotspot, Care-AP-xxxx (Android system will
directly enter this page)
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Step 6

HDlivecam push notification will pop up , showing "Successfully connected to the camera wifi,
please return to the app" and you can click it to enter the HDlivecam APP
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Step 7

The hotspot direct connection is complete and you can view and operate this camera.
But other added cameras are automatically hidden.
To restore normal mode, please disconnect the current hotspot.
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Disconnect AP

Set up camera Wi-Fi

Step 8
Click "Configure Camera WiFi" to watch the camera online
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Step 9
Open the "WIFI" option and select the WIFI connection you want to connect to.
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Please select the WIFI to connect for your IP camera
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Step 10
Enter the WIFI password and click Connect
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Please enter the WIFI password. Iif no
d, just press "C

Step 11
Waiting for configuration to succeed

Connecting to the camera

Please try your best to move your smart phone
and IP camera closer to your home WiFI



Step 12

Enter the device name you want to set up and click "Next" to complete the configuration.
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Camera Name

Please give a name for your IP camera
Camera Name
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Names cannot contain special characters or emoji and
must start and end with a letter or number

For more usage tips, please check "Me" - "Help" - "FAQ" in the APP interface.
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Cameras Events

Alarm Recording Settings
first step

Click on "Settings"
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Step 2
Click "Alarm Settings"
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Step 3

Turn on Motion Detection and save.
15:59 B (] —-—
< Back Alert Settings Save

ALERT TYPE

Motion Detection
ALERT CONFIGURATION
Sensitivity

Alert Time

Alert Frequency

Step 4

Click "Alarm Notification", then turn on "Push Reminder", and then click "Save".
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